
POLAR WHITE
SR 0.58  /  SRI 69

29 Gauge

REGAL WHITE
SR 0.52  /  SRI 61

29 / 26 Gauge

BUCKSKIN
SR 0.34  /  SRI 38

29 Gauge

COBALT BLUE
SR 0.28  /  SRI 27

29 Gauge

HAWAIIAN BLUE
SR 0.32  /  SRI 35

29 Gauge

KOKO BROWN
SR 0.28  /  SRI 29

29 / 26 Gauge

IVY GREEN
SR 0.28  /  SRI 30

29 / 26 Gauge

LIGHT STONE
SR 0.50  /  SRI 58

29 Gauge

DESERT SAND
SR 0.42  /  SRI 48

29 Gauge

SADDLE TAN
SR 0.48  /  SRI 56

29 / 26 Gauge

CHARCOAL GRAY
SR 0.28  /  SRI 29

29 / 26 Gauge

BURNISHED SLATE
SR 0.28  /  SRI 29

29 Gauge

COAL BLACK
SR 0.28  /  SRI 29

29 Gauge

BURGUNDY
SR 0.28  /  SRI 30

29 Gauge

RUSTIC RED
SR 0.36  /  SRI 40

29 / 26 Gauge

GRAY
SR 0.46  /  SRI 53

29 / 26 Gauge

CLAY
SR 0.41  /  SRI 45

29 Gauge

RADIANT RED
SR 0.32  /  SRI 33

29 Gauge

EVERGREEN
SR 0.33  /  SRI 33

29 Gauge
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3/4” STANDARD PROFILE EXTERIOR

 SIDING, ROOFING AND TRIM
SILICONE MODIFIED POLYESTER PAINT SYSTEM

Finish Warranty

· 40 year limited warranty on exterior paint film integrety.

· 30 year limited warranty on chalking and
fading of exterior paint.

· 25 year limited warranty on bare Galvalume exterior.

All colors shown are ENERGY STAR qualified colors.

SRI:  Solar Reflectance Index

SR: Solar Reflectivity Value

Metal color chips are available on request.

800-228-7230 www.kellyklosure.com inquire@kellyklosure.com

GALVALUME
SR .68  /  SRI 56

29 / 26 Gauge


